¥ Adaptive architectural lighting systems

IES Report

BoxRail® | 107 | 40° Symmetric | 80 CRI | LO

107-BX-XX-4-48-XX-XX-XX-XX-X-X-Z-LO-35-S1-X-AL / WH-X

2700K 3000K 3500K 4000K
Efficacy - Lumens per Watt 42 43 44 45
Total Lumens, 4’ rail length (1219mm) 615 634 647 660
Lumens per foot (305mm) 154 159 162 165
Input Power (W), 4’ rail length (1219mm) 15.0 15.0 15.0 15.0
Watts per foot (305mm) 3.8 3.8 3.8 3.8
CRI 85 85 85 85

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the |IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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¥ Adaptive architectural lighting systems

IES Report

BoxRail® | 107 | 40° Symmetric | 80 CRI | SO

107-BX-XX-4-48-XX-XX-XX-XX-X-X-Z-SO-35-S1-X-AL / WH-X

2700K 3000K 3500K 4000K
Efficacy - Lumens per Watt 52 53 54 55
Total Lumens, 4’ rail length (1219mm) 1230 1269 1295 1321
Lumens per foot (305mm) 308 317 324 330
Input Power (W), 4’ rail length (1219mm) 241 241 24 1 24 1
Watts per foot (305mm) 6.1 6.1 6.1 6.1
CRI 85 85 85 85

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the |IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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¥ Adaptive architectural lighting systems

IES Report

BoxRail® | 107 | 40° Symmetric | 80 CRI | HO

107-BX-XX-4-48-XX-XX-XX-XX-X-X-Z-HO-35-S1-X-AL / WH-X

2700K 3000K
Efficacy - Lumens per Watt 48 49
Total Lumens, 4’ rail length (1219mm) 2337 2411
Lumens per foot (305mm) 584 603
Input Power (W), 4’ rail length (1219mm) 49.2 49.2
Watts per foot (305mm) 12.4 12.4
CRI 85 85

3500K

50
2460
615
49.2
12.4
85

4000K
51
2509
627
49.2
12.4
85

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the |IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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¥ Adaptive architectural lighting systems

IES Report

BoxRail® | 107 | 40° Symmetric | 90 CRI | LO

107-BX-XX-4-48-XX-XX-XX-XX-X-X-Z-LO-359-S1-X-AL / WH-X

2700K 3000K 3500K 4000K
Efficacy - Lumens per Watt 36 37 38 39
Total Lumens, 4’ rail length (1219mm) 530 547 558 569
Lumens per foot (305mm) 133 137 140 142
Input Power (W), 4’ rail length (1219mm) 15.0 15.0 15.0 15.0
Watts per foot (305mm) 3.8 3.8 3.8 3.8
CRI 96 96 96 96

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the |IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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¥ Adaptive architectural lighting systems

IES Report

BoxRail® | 107 | 40° Symmetric | 90 CRI | SO

107-BX-XX-4-48-XX-XX-XX-XX-X-X-Z-SO-359-S1-X-AL / WH-X

2700K 3000K 3500K 4000K
Efficacy - Lumens per Watt 45 46 47 48
Total Lumens, 4’ rail length (1219mm) 1060 1094 1116 1138
Lumens per foot (305mm) 265 273 279 285
Input Power (W), 4’ rail length (1219mm) 241 241 24 1 24 1
Watts per foot (305mm) 6.1 6.1 6.1 6.1
CRI 96 96 96 96

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the |IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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¥ Adaptive architectural lighting systems

IES Report

BoxRail® | 107 | 40° Symmetric | 90 CRI | HO

107-BX-XX-4-48-XX-XX-XX-XX-X-X-Z-HO-359-S1-X-AL / WH-X

2700K 3000K 3500K 4000K
Efficacy - Lumens per Watt 41 43 44 44
Total Lumens, 4’ rail length (1219mm) 2015 2078 2121 2163
Lumens per foot (305mm) 504 520 530 541
Input Power (W), 4’ rail length (1219mm) 49.2 49.2 49.2 49.2
Watts per foot (305mm) 12.4 12.4 12.4 12.4
CRI 96 96 96 96

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the |IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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