3 Adaptive architectural lighting systems

IES Report

BoxRail® | 107 | 40° Symmetric | 90 CRI | SO

107-BX-XX-4-48-XX-XX-XX-XX-X-X-Z-SO-359-S1-X-BL-X

2700K 3000K 3500K 4000K
Efficacy - Lumens per Watt 34 35 36 37
Total Lumens, 4’ rail length (1219mm) 808 833 850 867
Lumens per foot (305mm) 202 208 213 217
Input Power (W), 4’ rail length (1219mm) 241 241 241 241
Watts per foot (305mm) 6.1 6.1 6.1 6.1
CRI 96 96 96 96

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : VODE_107_BX_SO_359_S1-BL.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002

[TEST] LO71704211 (SOURCE REPORT FOR REFERENCE)
[TESTLAB] REPORT BASED ON DATA PRODUCED BY NVLAP ACCREDITED LAB

[ISSUEDATE] 11/1/2017
[MANUFAC] Vode Lighting
[LUMCAT] 107-BX-48-Z-SO-359-S1-BL

[LUMINAIRE] BoxRail LED, 48", 3500K, 90 CRI, zipper board,
[MORE] 40° black symmetric lens, standard output

[TEST PROCEDURE] IESNA:LM-79-08

CHARACTERISTICS

Lumens Per Lamp

Total Lamp Lumens
Luminaire Lumens

Total Luminaire Efficiency
Luminaire Efficacy Rating (LER)
Total Luminaire Watts
Ballast Factor

CIE Type

Spacing Criterion (0-180)
Spacing Criterion (90-270)
Spacing Criterion (Diagonal)
Basic Luminous Shape
Luminous Length (0-180)
Luminous Width (90-270)
Luminous Height

LUMINANCE DATA (cd/sq.m)

Angle In Average Average
Degrees 0-Deg 45-Deg
45 6683 16505
55 2996 7240

65 2033 4066

75 1107 2766

85 0 0

N.A. (absolute)
N.A. (absolute)
850

N.A.

35

24.06

1.00

Direct

0.66

1.16

0.82
Rectangular
0.02 ft

3.83 ft

0.00 ft

Average
90-Deg

67538
36949
18636
10512
4929

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : VODE_107_BX_SO_359_S1-BL.IES

CANDELA TABULATION
(] S 10 15 20 25 30 35 40 45

0.0 860.88 860.88 860.88 860.88 860.88 860.88 860.88 860.88 860.88 860.88
1.0 864.96 864.96 864.96 864.96 867.00 867.00 86598 86598 864.96 864.96
3.0 861.90 86190 86190 86190 861.90 860.88 860.88 860.88 860.88 860.88
5.0 849.66 849.66 849.66 849.66 847.62 848.64 848.64 849.66 850.68 852.72
7.0 821.10 821.10 82212 823.14 819.06 821.10 824.16 827.22 830.28 834.36
9.0 783.36 783.36 78540 787.44 78132 78540 79254 797.64 803.76 810.90

11.0 73440 73440 73746 740.52 733.38 743,58 751.74 760.92 770.10 780.30
13.0 675.24 676.26 680.34 688.50 681.36 691.56 704.82 717.06 731.34 745.62
15.0 610.98 612.00 616.08 618.12 617.10 630.36 649.74 666.06 684.42 702.78
17.0 541.62 543.66 548.76 547.74 552.84 57222 589.56 608.94 631.38 654.84
19.5 44472 450.84 462.06 471.24 467.16 486.54 506.94 535.50 563.04 591.60
22,5 355.98 358.02 367.20 368.22 377.40 396.78 419.22 446.76 479.40 513.06
25.5 268.26 27030 276.42 27846 289.68 310.08 333.54 362.10 394.74 432.48
29.0 190.74 19482 196.86 205.02 207.06 22440 245.82 27234 304.98 341.70
33.0 120.36 123.42 126.48 129.54 135.66 149.94 166.26 188.70 216.24 247.86
37.5 71.40 73.44 76.50 76.50 82.62 92.82 105.06 120.36 142.80 168.30
42.5 42.84 42.84 43.86 45.90 45.90 52.02 59.16 70.38 84.66 103.02
47.5 24.48 24.48 25.50 27.54 27.54 31.62 36.72 42.84 51.00 63.24
55.0 12.24 12.24 12.24 13.26 13.26 15.30 17.34 20.40 24.48 29.58
65.0 6.12 6.12 6.12 6.12 6.12 7.14 7.14 8.16 10.20 12.24
75.0 2.04 2.04 3.06 3.06 3.06 3.06 3.06 4.08 4.08 5.10
85.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
90.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Vert. Horizontal Angles
Angles
50 55 60 65 70 75 80 85 90

0.0 860.88 860.88 860.88 860.88 860.88 860.88 860.88 860.88 860.88
1.0 864.96 867.00 865.98 86598 86598 86598 865.98 865.98 865.98
3.0 860.88 860.88 86190 861.90 862.92 862.92 86292 862.92 862.92
5.0 853.74 854.76 856.80 857.82 858.84 859.86 860.88 861.90 861.90
7.0 838.44 84150 84558 847.62 852.72 854.76 856.80 857.82 857.82
9.0 818.04 824.16 830.28 835.38 840.48 84456 848.64 850.68 852.72

11.0 79152 800.70 810.90 819.06 827.22 833.34 83844 84150 844.56
13.0 759.90 77418 790.50 801.72 81294 82212 828.24 83232 834.36
15.0 72318 74256 759.90 776.22 79458 807.84 817.02 82212 823.14
17.0 681.36 705.84 727.26 751.74 77112 786.42 798.66 80580 808.86
19.5 622.20 659.94 690.54 714.00 740.52 760.92 778.26 787.44 793.56
22.5 551.82 588.54 626.28 659.94 690.54 718.08 738.48 750.72 754.80
255 47430 51714 55590 598.74 64260 676.26 700.74 716.04 721.14
29.0 386.58 433.50 481.44 52734 576.30 616.08 646.68 666.06 672.18
33.0 289.68 334.56 384.54 43248 483.48 53448 570.18 592.62 599.76
37.5 20094 24174 287.64 33252 383.52 426.36 470.22 496.74 506.94
42.5 126.48 158.10 195.84 233.58 280.50 325.38 363.12 384.54 395.76
47.5 78.54 99.96 12546 155.04 189.72 226.44 256.02 276.42 284.58
55.0 37.74 47.94 61.20 77.52 95.88 115.26  133.62 146.88 150.96
65.0 15.30 18.36 23.46 28.56 35.70 42.84 49.98 55.08 56.10
75.0 6.12 7.14 9.18 10.20 12.24 15.30 17.34 18.36 19.38
85.0 0.00 1.02 1.02 2.04 2.04 3.06 3.06 3.06 3.06
90.0 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc. Page 2
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES INDOOR REPORT

PHOTOMETRIC FILENAME : VODE_107_BX_SO_359_S1-BL.IES

ZONAL LUMEN SUMMARY

Zone

0-20
0-30
0-40
0-60
0-80
0-90
10-90
20-40
20-50
40-70
60-80
70-80
80-90
90-110
90-120
90-130
90-150
90-180
110-180
0-180

Lumens

265.17
473.58
626.94
796.09
845.51
850.38
785.27
361.76
480.21
204.08
49.42
14.49
4.87
0.00
0.00
0.00
0.00
0.00
0.00
850.38

Y%Lamp

N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone

0-10
10-20
20-30
30-40
40-50
50-60
60-70
70-80
80-90
90-100
100-110
110-120
120-130
130-140
140-150
150-160
160-170
170-180

Lumens

65.11
200.06
208.41
153.36
118.44
50.71
34.92
14.49
4.87
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00

%Fixt

31.20
55.70
73.70
93.60
99.40
100.00
92.30
42.50
56.50
24.00
5.80
1.70
0.60
0.00
0.00
0.00
0.00
0.00
0.00
100.00

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.

Page 3



IES INDOOR REPORT
PHOTOMETRIC FILENAME : VODE_107_BX_SO_359_S1-BL.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20
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Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : VODE_107_BX_SO_359_S1-BL.IES

POLAR GRAPH

867

650

434

21

Maximum Candela = 867 Located At Horizontal Angle = 20, Vertical Angle = 1
# 1 - Vertical Plane Through Horizontal Angles (20 - 200) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (1) (Through Max. Cd.)

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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