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Efficacy - Lumens per Watt

Total Lumens, 4’ rail length (1219mm)

Lumens per foot (305mm)

Input Power (W), 4’ rail length (1219mm)

Watts per foot (305mm)

CRI

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from 
source reports.  Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test 
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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707-Z2-S-4-48-CC-XX-XX-XX-X-X-Z-SO-X-S5-WH-X

ZipTwo® | 707 | Ceiling Cable | Square 3535, Critical Edge | 80 CRI | SO 
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : VODE_707_Z2_CC_SO_35_S5_WH.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002
[TEST] L121911532 (SOURCE REPORT FOR REFERENCE)
[TESTLAB] REPORT BASED ON DATA FROM NVLAP ACCREDITED LAB
[ISSUEDATE] 5/12/2021
[MANUFAC] Vode Lighting
[LUMCAT] 707-Z2-48-CC-Z-SO-35-S5-WH
[LUMINAIRE] ZipTwo LED, 48", ceiling cable suspended, 3500K, 80 CRI, zipper board, square 3535, 
[MORE] critical edge lens, standard output, white painted finish   
[TEST PROCEDURE] IESNA:LM-79-08

CHARACTERISTICS

Lumens Per Lamp N.A. (absolute)
Total Lamp Lumens N.A. (absolute)
Luminaire Lumens 2034
Total Luminaire Efficiency N.A.
Luminaire Efficacy Rating (LER) 78
Total Luminaire Watts 26.11
Ballast Factor 1.00
CIE Type Direct
Spacing Criterion (0-180) 1.22
Spacing Criterion (90-270) 1.24
Spacing Criterion (Diagonal) 1.34
Basic Luminous Shape Rectangular
Luminous Length (0-180) 0.11 ft
Luminous Width (90-270) 4.00 ft
Luminous Height 0.00 ft

LUMINANCE DATA (cd/sq.m)

Angle In Average Average Average
Degrees 0-Deg 45-Deg 90-Deg

45 15638 15834 16041
55 14918 15090 15271
65 14213 14326 14449
75 13667 13676 13723
85 14348 14181 14068

Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : VODE_707_Z2_CC_SO_35_S5_WH.IES

CANDELA TABULATION

 0  5  10  15  20  25  30  35  40  45
0 737.643 737.643 737.643 737.643 737.643 737.643 737.643 737.643 737.643 737.643
5 734.406 734.109 734.109 734.252 734.204 734.359 734.359 734.597 734.204 734.501
10 721.436 721.436 721.282 721.532 721.532 721.734 721.984 722.031 722.186 722.329
15 699.994 699.840 700.090 700.137 700.494 700.637 700.887 701.291 701.589 702.041
20 670.866 670.770 670.818 671.211 671.413 671.913 672.460 672.912 673.555 674.007
25 634.764 635.014 635.204 635.561 635.906 636.704 637.251 637.953 638.548 639.393
30 594.260 594.510 594.760 595.117 595.616 596.354 597.163 598.008 599.008 599.948
35 549.579 549.627 549.924 550.376 551.031 551.780 552.578 553.565 554.612 555.612
40 502.007 502.055 502.257 502.804 503.447 504.244 505.041 506.148 507.088 508.135
45 452.436 452.531 452.686 453.078 453.626 454.375 455.220 456.124 457.171 458.112
50 401.758 401.710 401.913 402.258 402.757 403.459 404.161 404.899 405.649 406.553
55 350.092 350.045 350.247 350.592 350.997 351.496 352.044 352.793 353.484 354.138
60 297.832 297.927 297.975 298.284 298.534 298.974 299.379 299.831 300.319 300.973
65 245.762 245.762 245.869 245.964 246.214 246.512 246.761 247.059 247.416 247.713
70 194.799 194.799 194.941 195.001 195.001 195.298 195.346 195.393 195.643 195.798
75 144.728 144.728 144.680 144.728 144.728 144.823 144.775 144.870 144.823 144.823
80 97.453 97.393 97.393 97.346 97.393 97.346 97.251 97.203 97.155 97.048
85 51.166 51.213 51.166 51.166 51.071 51.023 50.963 50.821 50.773 50.571
90 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000

Vert. Horizontal Angles
Angles

 50  55  60  65  70  75  80  85  90
0 737.643 737.643 737.643 737.643 737.643 737.643 737.643 737.643 737.643
5 734.454 734.549 734.549 734.549 734.549 734.597 734.597 734.704 734.597
10 722.531 722.733 722.733 723.031 723.233 723.186 723.376 723.281 723.435
15 702.386 702.731 703.029 703.338 703.588 703.838 703.933 704.028 704.076
20 674.554 675.161 675.649 676.256 676.601 677.006 677.196 677.446 677.351
25 640.345 641.047 641.689 642.546 643.034 643.438 643.831 643.986 644.140
30 600.947 601.792 602.744 603.494 604.291 604.838 605.136 605.481 605.540
35 556.707 557.706 558.753 559.610 560.407 561.002 561.395 561.752 561.752
40 509.289 510.277 511.383 512.133 512.978 513.620 514.073 514.275 514.572
45 459.111 460.158 461.110 461.955 462.705 463.359 463.799 464.156 464.097
50 407.493 408.243 408.992 409.790 410.444 410.884 411.337 411.682 411.741
55 354.935 355.685 356.327 357.030 357.482 357.874 358.219 358.422 358.374
60 301.473 302.116 302.568 303.115 303.472 303.817 304.067 304.210 304.317
65 248.154 248.463 248.856 249.201 249.403 249.653 249.808 249.950 249.855
70 195.893 196.096 196.298 196.393 196.595 196.738 196.845 196.893 196.893
75 144.977 144.930 145.025 144.930 145.025 145.025 145.180 145.275 145.322
80 97.001 96.905 96.798 96.846 96.798 96.798 96.846 96.905 96.953
85 50.476 50.476 50.368 50.226 50.166 50.226 50.226 50.166 50.166
90 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000

Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : VODE_707_Z2_CC_SO_35_S5_WH.IES

ZONAL LUMEN SUMMARY

Zone Lumens %Lamp %Fixt

0-20 267.61 N.A. 13.20
0-30 562.23 N.A. 27.60
0-40 909.90 N.A. 44.70
0-60 1580.47 N.A. 77.70
0-80 1980.03 N.A. 97.30
0-90 2034.05 N.A. 100.00
10-90 1964.34 N.A. 96.60
20-40 642.29 N.A. 31.60
20-50 995.97 N.A. 49.00
40-70 916.32 N.A. 45.00
60-80 399.56 N.A. 19.60
70-80 153.81 N.A. 7.60
80-90 54.01 N.A. 2.70
90-110 0.00 N.A. 0.00
90-120 0.00 N.A. 0.00
90-130 0.00 N.A. 0.00
90-150 0.00 N.A. 0.00
90-180 0.00 N.A. 0.00
110-180 0.00 N.A. 0.00
0-180 2034.05 N.A. 100.00

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone Lumens

0-10 69.71
10-20 197.90
20-30 294.62
30-40 347.67
40-50 353.68
50-60 316.89
60-70 245.75
70-80 153.81
80-90 54.01
90-100 0.00
100-110 0.00
110-120 0.00
120-130 0.00
130-140 0.00
140-150 0.00
150-160 0.00
160-170 0.00
170-180 0.00

Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : VODE_707_Z2_CC_SO_35_S5_WH.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20

RC 80 70 50 30 10 0
RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0

0 119 119 119 119 116 116 116 116 111 111 111 106106106 102102102 100
1 10810399 95 10610197 93 97 94 90 93 90 88 89 87 85 83
2 98 90 83 77 96 88 82 76 84 79 74 81 77 73 78 74 71 69
3 90 79 71 64 87 77 70 63 74 68 62 72 66 61 69 64 60 58
4 82 70 61 54 80 69 60 54 66 59 53 64 57 52 62 56 52 49
5 76 63 53 47 73 61 53 47 59 52 46 57 51 45 55 50 45 43
6 70 56 47 41 68 55 47 41 54 46 40 52 45 40 50 44 40 38
7 65 51 42 36 63 50 42 36 49 41 36 47 41 35 46 40 35 33
8 60 47 38 32 59 46 38 32 45 37 32 43 37 32 42 36 32 30
9 56 43 35 29 55 42 34 29 41 34 29 40 33 29 39 33 29 27
10 53 40 32 26 52 39 31 26 38 31 26 37 31 26 36 30 26 24

Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : VODE_707_Z2_CC_SO_35_S5_WH.IES

POLAR GRAPH
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Maximum Candela = 737.643   Located At Horizontal Angle = 0, Vertical Angle = 0
# 1 - Vertical Plane Through Horizontal Angles (0 - 180)
# 2 - Horizontal Cone Through Vertical Angle (0) (Through Max. Cd.)

Photometric Toolbox® Copyright 2002-2019 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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