vrava |-
\'/0]0/2  Adaptive architectural lighting systems
Yy

BoxRail® | 207 | 40° Symmetric, down | 80 CRI | LO

2700K 3000K 3500K 4000K
Efficacy - Lumens per Watt 34 35 36 36
Total Lumens, 4’ rail length (1219mm) 479 494 504 504
Lumens per foot (305mm) 120 124 126 126
Input Power (W), 4’ rail length (1219mm) 14.4 14.4 14.4 14.4
Watts per foot (305mm) 3.6 3.6 3.6 3.6
CRI 82 82 82 82

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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vrava |-
\'/0]0/2  Adaptive architectural lighting systems
Yy

BoxRail® | 207 | 40° Symmetric, down | 80 CRI | SO

2700K 3000K 3500K 4000K
Efficacy - Lumens per Watt 38 40 40 40
Total Lumens, 4’ rail length (1219mm) 958 988 1008 1008
Lumens per foot (305mm) 239 247 252 252
Input Power (W), 4’ rail length (1219mm) 25.3 25.3 25.3 253
Watts per foot (305mm) 6.4 6.4 6.4 6.4
CRI 82 82 82 82

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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vrava |-
\'/0]0/2  Adaptive architectural lighting systems
Yy

BoxRail® | 207 | 40° Symmetric, down | 80 CRI | HO

2700K 3000K 3500K 4000K
Efficacy - Lumens per Watt 36 37 38 38
Total Lumens, 4’ rail length (1219mm) 1820 1877 1916 1916
Lumens per foot (305mm) 455 469 479 479
Input Power (W), 4’ rail length (1219mm) 51.6 51.6 51.6 51.6
Watts per foot (305mm) 12.9 12.9 12.9 12.9
CRI 82 82 82 82

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.

IES Report « 1
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vrava |-
\'/0]0/2  Adaptive architectural lighting systems
Yy

BoxRail® | 207 | 40° Symmetric, down | 90 CRI | LO

2700K 3000K 3500K 4000K
Efficacy - Lumens per Watt 29 30 31 31
Total Lumens, 4’ rail length (1219mm) 413 426 435 439
Lumens per foot (305mm) 103 106 109 110
Input Power (W), 4’ rail length (1219mm) 14.4 14.4 14.4 14.4
Watts per foot (305mm) 3.6 3.6 3.6 3.6
CRI 94 94 94 94

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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vrava |-
\'/0]0/2  Adaptive architectural lighting systems
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BoxRail® | 207 | 40° Symmetric, down | 90 CRI | SO

2700K 3000K 3500K 4000K
Efficacy - Lumens per Watt 33 34 35 35
Total Lumens, 4’ rail length (1219mm) 826 852 869 878
Lumens per foot (305mm) 206 213 217 219
Input Power (W), 4’ rail length (1219mm) 25.3 25.3 25.3 253
Watts per foot (305mm) 6.4 6.4 6.4 6.4
CRI 94 94 94 94

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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vrava |-
\'/0]0/2  Adaptive architectural lighting systems
Yy

BoxRail® | 207 | 40° Symmetric, down | 90 CRI | HO

2700K 3000K 3500K 4000K
Efficacy - Lumens per Watt 31 32 33 33
Total Lumens, 4’ rail length (1219mm) 1569 1618 1651 1668
Lumens per foot (305mm) 392 405 413 417
Input Power (W), 4’ rail length (1219mm) 51.6 51.6 51.6 51.6
Watts per foot (305mm) 12.9 12.9 12.9 12.9
CRI 94 94 94 94

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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