3 Adaptive architectural lighting systems

A

IES Report
BoxRail © | 207 | Wide Batwing, up | 40° Symmetric, down | 80 CRI | LO

207-BX-XX-4-48-XX-XX-XX-XX-X-X-Z-LO-35-G1S1-X-AL / WH-X

2700K 3000K 3500K 4000K

Efficacy - Lumens per Watt 76 79 80 80
Total Lumens, 4’ rail length (1219mm) 2177 2246 2291 2291
Lumens per foot (305mm) 544 561 573 573
Lumens per foot UP (305mm) 379 391 399 399
Lumens per foot DOWN (305mm) 166 171 174 174
Input Power (W), 4’ rail length (1219mm) 28.8 28.8 28.8 28.8
Watts per foot (305mm) 7.2 7.2 7.2 7.2
CRI 82 82 82 82

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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3 Adaptive architectural lighting systems

A

IES Report
BoxRail © | 207 | Wide Batwing, up | 40° Symmetric, down | 80 CRI | SO

207-BX-XX-4-48-XX-XX-XX-XX-X-X-Z-SO-35-G1S1-X-AL / WH-X

2700K 3000K 3500K 4000K

Efficacy - Lumens per Watt 87 89 91 91
Total Lumens, 4’ rail length (1219mm) 4354 4491 4583 4583
Lumens per foot (305mm) 1088 1123 1146 1146
Lumens per foot UP (305mm) 757 781 797 797
Lumens per foot DOWN (305mm) 331 342 349 349
Input Power (W), 4’ rail length (1219mm) 50.5 50.5 50.5 50.5
Watts per foot (305mm) 12.7 12.7 12.7 12.7
CRI 82 82 82 82

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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3 Adaptive architectural lighting systems

A

IES Report
BoxRail © | 207 | Wide Batwing, up | 40° Symmetric, down | 80 CRI | HO

207-BX-XX-4-48-XX-XX-XX-XX-X-X-Z-HO-35-G1S1-X-AL / WH-X

2700K 3000K 3500K 4000K

Efficacy - Lumens per Watt 81 83 85 85
Total Lumens, 4’ rail length (1219mm) 8272 8533 8707 8707
Lumens per foot (305mm) 2068 2133 2177 2177
Lumens per foot UP (305mm) 1439 1484 1515 1515
Lumens per foot DOWN (305mm) 629 649 662 662
Input Power (W), 4’ rail length (1219mm) 1031 1031 103.1 103.1
Watts per foot (305mm) 25.8 25.8 25.8 25.8
CRI 82 82 82 82

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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3 Adaptive architectural lighting systems

IES Report
BoxRail © | 207 | Wide Batwing, up | 40° Symmetric, down | 90 CRI | LO

207-BX-XX-4-48-XX-XX-XX-XX-X-X-Z-LO-359-G1S1-X-AL / WH-X

2700K 3000K

Efficacy - Lumens per Watt 66 68
Total Lumens, 4’ rail length (1219mm) 1877 1936
Lumens per foot (305mm) 469 484
Lumens per foot UP (305mm) 326 337
Lumens per foot DOWN (305mm) 143 147
Input Power (W), 4’ rail length (1219mm) 28.8 28.8
Watts per foot (305mm) 7.2 7.2
CRI 94 94
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Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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3 Adaptive architectural lighting systems

A

IES Report
BoxRail © | 207 | Wide Batwing, up | 40° Symmetric, down | 90 CRI | SO

207-BX-XX-4-48-XX-XX-XX-XX-X-X-Z-SO-359-G1S1-X-AL / WH-X

2700K 3000K 3500K 4000K

Efficacy - Lumens per Watt 75 77 79 79
Total Lumens, 4’ rail length (1219mm) 3753 3872 3951 3990
Lumens per foot (305mm) 938 968 988 998
Lumens per foot UP (305mm) 653 673 687 694
Lumens per foot DOWN (305mm) 285 294 300 303
Input Power (W), 4’ rail length (1219mm) 50.5 50.5 50.3 50.5
Watts per foot (305mm) 12.7 12.7 12.6 12.7
CRI 94 94 94 94

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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3 Adaptive architectural lighting systems

A

IES Report
BoxRail © | 207 | Wide Batwing, up | 40° Symmetric, down | 90 CRI | HO

207-BX-XX-4-48-XX-XX-XX-XX-X-X-Z-HO-359-G1S1-X-AL / WH-X

2700K 3000K 3500K 4000K

Efficacy - Lumens per Watt 70 72 73 74
Total Lumens, 4’ rail length (1219mm) 7131 7356 7506 7581
Lumens per foot (305mm) 1783 1839 1877 1895
Lumens per foot UP (305mm) 1240 1280 1306 1319
Lumens per foot DOWN (305mm) 542 559 571 577
Input Power (W), 4’ rail length (1219mm) 1031 1031 103.1 103.1
Watts per foot (305mm) 25.8 25.8 25.8 25.8
CRI 94 94 94 94

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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